easydado

easydado is designed to provide the perfect finish to 900mm dado wall height installations, whether using easyvj, easyregency

or easyascot. Available in flat or rebate profiles to suit your project.

Specifications

Rebated 3600mm 48mm x 28mm 3.4kg/length Pre-primed
Flat 3600mm 58mm x 28mm 3.4kg/length Pre-primed
Profiles Installed profile - cross section
easydado easydado easydado easydado
flat rebated flat rebated
58mm 48mm[@ easyline -—Existing wall
28mm 28mm
1 28mm | 28mm |
e Manufactured from Clear Pine 48mm
- . - 58mm
e Pre-undercoated finish requires minimal

preparation before final painting
e Two profiles available — Rebated and Flat

9mm deep rebated area

e Straight and true moulding rail easycraft easycraft
e Rebated to suit 9mm Easycraft panels panel panel
Suitable for

e easydado rebated for a professional finish to the join between the dado wall panels and existing wall lining

e casydado flat for use as a decorative dado rail or picture hanging rail feature

Note: easydado must not be directly subjected to water. If being installed into a wet area refer to Guidelines for Installing
Easycraft Wall Linings in Bathrooms, Laundries and Kitchens on our website. We recommend easyclad as the best suited base

board for wet room applications.
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