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easyregency

easyregency  looks fantastic in the traditional home or as a feature in a contemporary home. This design will enhance any hallway, 
bedroom or dining room wall as a dado height or full length wall.

Suitable for

•  Internal wall and ceiling linings

• Can be applied directly over plasterboard walls

•  Above Dado Rail height – add easypanel  for a complimentary smooth wall finish above

Note:  easyregency  MDF must not be directly subjected to water. If being installed into a wet area refer to Guidelines for 
Installing Easycraft Wall Linings in Bathrooms, Laundries and Kitchens on our website. We recommend easyclad  as the best 
suited base board for wet room applications.

Specifications

Thickness Length Width Weight (6.7kg/m 2) Finish

9mm
(Other thickness

available  
on request)

900mm 1200mm 7.3kg/sheet Pre-primed

2400mm 1200mm 19.3kg/sheet Pre-primed

3000mm 1200mm 24.1kg/sheet Pre-primed

3600mm 1200mm 29.0kg/sheet Pre-primed

•  Manufactured from 9mm MDF MR – E0 rated board

•  Pre-undercoated finish requires minimal 
preparation before final painting

•  Sizes are nominal and can vary 
slightly in width and length

•  Impact resistant – saving on future 
maintenance and repairs

•  Easyjoin system – no joint sealing 
required, better material usage

•  Consistent board face – no knot holes, 
splitting, warping or splinters

•  Easier and faster to install than 
timber planks or plasterboard

Note:  Regency profile is set at 150mm centres. 
There are no other centre spacing options available.
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